
TABLE SAWS
Convincing advantages 

• Compact, innovative

• User-friendly

• Versatile



TTE250
Cutting depth 60 mm

HHS350
Cutting depth up to 110 mm

- �Cutting length 730 mm with overall length of only 900 mm
- Lightweight, handy, robust
- Plastic tray

- Uncompromising price/performance ratio!
- Saw head can be rotated through 45°
- Removable feet

The saw head can be rotated  
through 45°

Two roller feet facilitate  
manoeuvring

Angle stop for cuts between 30°  
and 90°

Details / features Details / features

The new, innovative telescopic design 
enables a cutting length of 730 mm - 
with an overall length of only 900 mm

Different cutting depths can be set. 
Plunging cuts are also possible

Limit stops enable precise angle and 
mitre cuts 

TTE250

Cutting depth 60 mm

Max. blade dia. 250 mm

Cutting length 730 mm

Output 1100 W

Weight 26 kg

HHS350

Cutting depth 110 mm

Blade dia. 350 mm

Cutting length 600 mm

Output 2200 W

Weight 79 kg



HCS350
Cutting depth up to 220 mm

TME450
Cutting depth up to 210 mm

- Precise dry cuts
- Integrated dust extraction system
- Longitudinal and chop cuts are possible

- Simple, robust, versatile
- Mitre stop integrated in the roller table 
- Removable feet

Saw head for blade dia. between  
450 and 550 mm

ON/OFF, EMERGENCY STOP switch  
and connectors are easy to operable

The mitre stop is integrated in the 
roller table and enables 45° mitre cuts

Details / features Details / features

The integrated dust collection system 
minimises dust in the air

The pendulum head enables cutting 
depths up to 220 mm

The dust extraction system is  
complemented by a standard dry  
suction device

HCS350

Cutting depth 110 - 220 mm

Max. blade dia. 350 mm

Cutting length 406 mm

Output 2200 W

Weight 37 kg

TME450

Cutting depth 160 - 210 mm

Max. blade dia. 550 mm

Cutting length 800 mm

Output 3000 W

Weight 118 kg



The mitre stop is integrated in the 
roller table and enables 45° mitre cuts

A water collection system provides 
prefiltration of the waste water, 
thereby reducing the strain on the 
water pump

Simple cleaning through removable 
water tray

Robust eyes enable safe crane  
transport 

TME650
Cutting depth up to 270 mm

TME900
Cutting depth up to 420 mm

- Water and sludge collection system
- Removable water tray
- Simple, robust, versatile

Details / features Details / features

The splash guard can be raised to 
enable cutting of extra-long material

Guides for safe transport via forklift 
truck are in integrated the frame

TME650

Cutting depth 245 - 270 mm

Max. blade dia. 700 mm

Cutting length 720 mm

Output 5500 W

Weight 283 kg

TME900

Cutting depth 370 - 420 mm

Max. blade dia. 1000 mm

Cutting length 800 mm

Output 7500 W

Weight 314 kg

- Water and sludge collection system
- Removable water tray
- Simple, robust, versatile



Technical data

• Standard equipment
o Additional equipment

Subject to technical modifications

TTE250*** HHS350** HCS350*** TME450** TME650*** TME900***
Saw blade holder
Blade dia., standard 250 mm 350 mm 350 mm 450 mm 650 mm 900 mm

Cutting depth, standard 60 mm 110 mm 110 mm 160 mm 245 mm 370 mm

Blade dia., optional 380 mm 550 mm 700 mm 1000 mm

Cutting depth, optional 120 mm 220 mm 210 mm 270 mm 420 mm

Cutting length 730 mm 600 mm 406 mm 800 mm 720 mm 800 mm

Saw blade speed, rpm 3420 2800 3600 1900 1410 910

Blade holder dia. 25.4 mm 25.4 mm 25.4 mm 30 mm 60 mm 60 mm

Carrier dia. 11.5 mm 11.5 mm

Reference circle dia. 120 mm 120 mm

Cutting depth adjustment infinitely variable, 
manual with locking screw

• • • • • •

Angular cut via rotatable saw head 90°/45°

Angular cut via jolly table o o

Mitre stop 45°  
integrated in the roller table 

• • •

Water feed system
	 - Water fork
	 - PG adjustment screw

•
• • • •

Electric water pump • • • • •

Water tray
	 - Plastic, removable
	 - Steel, galvanised/powder-coated

•
• •

• •

Drives
Drive/motor Electric Electric Electric Electric Electric Electric

Output 1100 W 2200 W 2200 W 3000 W 5500 W 7500 W

Voltage 110 V/230 V 110 V/230 V 110 V/230 V 400 V 400 V 400 V

Motor air cooling • • • • • •

Blade drive
	 - direct
	 - via V-belt
	 - via gears

• • •
•

• •

General
Dimensions in mm	 L
	 W
	 H 

900
600
500

1140
640
1230

1010
520
480

1490
750
960

1480
860
1600

1810
1150
1900

Weight 26 kg 79 kg 37 kg 118 kg 248 kg 325 kg

Demountable • • • •


